
     BOLLARD BOVENVERLICHTING
     OPTIONEEL

Ufo-vormig, rood, wit of geel.

     ONTWERP Bollard diameter:  355 mm 
Blokkeerhoogte:  1100 mm
Totale hoogte:  1552 mm
Wanddikte:  30 mm
Totaal BxD van basisdraagconstructie: 900 x 1555 mm gelast op stalen bovenplaat.
Optioneel: geschroefd op stalen bovenplaat, in gegalvaniseerde afwerking of gecoat in de kleur van het 
blokkeerelement.

     IMPACTBELASTING / KINETISCHE ENERGIE 1699 kJ (6.8 t @ 50 mph)
crash test gecertificeerd volgens ASTM F2656-07 M50/P1
(3-delige unit)

     GEWICHT 620 kg per bollard.
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     VASTE ONDIEP GEMONTEERDE BOLLARD
     M50

Bollard systeem met basisconstructie voor ondiepe plaatsing.
Bollard systeem kan ter plaatse aangepast worden voor hoektoepassingen.

     FUNDERING B x L x D = 4500 x 2500 x 400 mm (3-delige unit).
Bovenzijde fundering = 100 mm lager dan afgewerkte vloerpeil. 
Versterkte fundering volgens de richtlijnen van de fabrikant.

     AFWERKING

Gecoat in speciale RAL kleur (Optioneel)
Gecoat in DB kleuren (Optioneel)

Optie: uitgerust met roestvrij stalen huls en vastgeschroefd op de bovenplaat. 
Optie: uitgerust met roestvrij stalen huls en gelast op de bovenplaat.

STANDAARDKLEUREN RAL CODERING

MOSGROEN RAL 6005

ANTRACIET GRIJS RAL 7016

COATING

COATING

STEENGRIJS RAL 7030COATING

LICHTGRIJS RAL 7035COATING

HELDERWIT RAL 9010COATING

TECHNISCHE FICHE
VASTE BOLLARD M50

7,5 ton à 80km/u

 
M50 Fixed Shallow Mounted Bollard 
Perimeter Protection Germany GmbH 
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Design: Blocking bollard(s) with base supports for shallow mount installation. Bollard 
system can be adapted on site for corner applications. 

Impact Load: 1699 kJ (6.8 t @ 50 mph) 
Crash test certified according to ASTM F 2656-07 M50/P1 (triple unit) 

Blocking Element: Diameter: 355 mm with welded on steel top plate,  
optional: screwed on steel top plate, in galvanised finish or 
coated in colour of blocking element 

Wall Thickness: 30 mm 
Blocking Height: 1100 mm 
Foundation Size: 4500 x 2500 x 400 mm (triple unit) 
Foundation Top Edge: 100 mm below finished floor level 
Weight: 620 kg 
Options: Bollard top lighting, Ufo-shape, red, white or yellow 

Stainless steel sleeve with screwed on or welded stainless steel top plate 
Colour (Standard): RAL 6005 moss green, RAL 7016 anthracite grey, RAL 7030 stone grey, 

RAL 7035 light grey or RAL 9010 pure white  
Colour (Optional): Other RAL colours or DB colours 


